
DECLARATION OF PERFORMANCE 
 

Prestonit ALR spray filler 
Presto ALR spray filler 

 
 

No. TIK-1620-5004b 
 
 
1. Unique identification code of the product type: TIK-1620-5004b Prestonit ALR/ Presto 

ALR 
 
2. Intended use: Internal plaster based on organic binder 
 
3. Manufacturer: Tikkurila Oyj, P.O.Box 53, FI-01301 Vantaa 
 
4. System of assessment and verification of consistency of performance of the construction 

product: AVCP 3 
 
5. Harmonised standard: EN 15824:2009 

Notified body:  SP, Swedish Technical Research institute has made ITT on Fire 
Classification. Report number: P602832A 

 
6. Declared performances: 
 

Essential characteristics 
 

Performance 
 

Harmonised technical 
specification 

Adhesion strength by pull off test ≥ 0.3 MPa 

EN 15824:2009 Reaction to fire A2-s1,d0 

Release of dangerous substances NPD 

 
 
The performance of the product identified above is in conformity with the set of declared 
performances. This declaration of performance is issued, in accordance with Regulation (EU) No 
305/2011, under the sole responsibility of the manufacturer identified above. 
 
Signed for and on the behalf of the manufacturer by: 
 
Heidi Koukonen 
 
At Vantaa on 16.9.2016 

 


